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HEH R IMPORTANCE NOTES:
1. Qs ML PR RERN Bl A i A AT 41, AN T B IS 1 HE T

If there is any argument on motor performance and/or life, judgment is to be made base on this
specification only.

2. ) TH SRR IZ F AL RE A T A 2K
Customer has the responsibility to ensure that the motor can satisfy the requirement of your
application.

3. MR VT A FARIBMEEARES , 2SR PR RGE 5 0t 2 7] R 2 1 AR R -
In the event that an official specification is not present by customer; this document will specify the
agreed technical specification .

4. AEVEHURS AR, B WM R AbbRL . ST JBAROR SR, RIS fE, A/
PR
Within the limitation to satisfy this specification, Vybronics has the convenience to change the
materials, sizes and shapes of components of the motor for the purpose of improving quality, and/or
performance, and/or production efficiency.

5. WeRIMERRE A a, DrEI R BT AR RS BRI B LR DRl A . Gt el R BEAERLE
1) A 2R [T AS - Feml B A Bt m) BT A RIS 15 6
After the receipt of this specification, customer should send a signed copy to Vybronics before you
issued purchase order for the confirmation on acknowledgement. Vybronics regard it as the receipt of
this specification acknowledged if customer fails to return the confirmation to us within the described

period.
B ool x
Revised Record
Bs 34 PR & H S
Rev. No. Rev. Date Page No. | Revised Item Reason
A/O 2010.07.08 |/ 77 A4/ Release for Production

changed company name from
JINLONG MACHINERY to

A/l 2020.07.01 1/ VYBRONICS, changed part # from
ZAFC1B1301781 to VZ4FC1B1301781

Rebranding
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PRODUCT SPECIFICATION

7 A S A5

VZ4FC1B1301781
No: 3/13

5

1. SEFYEHE Application

AU A5 H T BT R 7 I VZ4FC1B1301781 Y
This specification applies to Cylindrical core SMT Motor VZ4FC1B1301781 model

2. M, Construction-form

s 51 P
NO. Item Contents
1 HLHL &S & 4 AR Fr By ik
Motor construction ¢ 4 Cylindrical core SMT Motor
., | HBH 2 B (R 9 )
Number of magnet poles 2-poles Cinner magnet type)
RE LR G LA ] 2
Rectifying method Metal brush and commutator

3. FREFEH S Standard operating condition

FE H il G161
NO. ltem Specification Condition / Remark
BIUE s A S~ 1 3 P P A
3-1 | Rated voltage 3V Added to both ends of the terminal
voltage
e 7 HEFZ5 T 0.50g
g | BUE L P& F (R2251=34) | eccentric weight is about equal to the
Rated load eccentric  weight | weight of 0.50g.
Mot o, O H RS AR 1 1k
ag | NEHETI S5 i
Rotation direction CWwW When viewed from output side with
+ve voltage applied to +ve terminal
TGN {ERAE
Motor position Any position
35 | LAFBIEEH DC 2.6V~3.6V
Voltage range for use
g | PHIIEE -20°C~70C W FUIE % fordinary humidity
Operating conditions 0%~95%RH ANt #&/no condensation of moisture
g7 | AP -40°C~85°C R fordinary humidity
Storage conditions 0%~95%RH ANt #&/no condensation of moisture/
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P PRODUCT SPECIFICATION VZ4FC1B1301781
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4. PEELINRIR TS Environmental Test Conditions
75 i H DAIA BT AT
NO. Item Environmental condition
4-1 20+2°C
Temperature
NENEER
4p | B 60+5% RH
Humidity
4z | LG AT
Motor Position Shaft Horizontal
EEA‘\UE \ﬁ L':Z' V
= p WyAD ‘/\ . i 0
44P0WerSu|o|on H AR K HJ5/DC Power Supply DC3.0V +2%

B I AR AEEE 20£2°C, WJE 60+5% RHIA A FilllsE o 64T e Ak A S U
WA {EH % 5~35°C, VS 45~85%RHIKIEE Nl
NOTE: All data shall be based on the measurement under the temperature 20+2°C and humidity
60+£5% RH, however the range of temperature 5~35°C and humidity 45~85%RH if there is no

doubt about the judgment.

5. PLBAERME Mechanical Characteristic

J¥s HiEH R PRI 4 it
NO. Item Environmental condition Specification
- =R IANER
AR TFPR ire .
5-1 %XJ“.RT . wﬁT.{R . As specified in outline
Configuration | Vernier caliper drawi
rawing
T BAURRIR . R
. . WL, VR
I M
5-2 I H.U‘H N No obvious evidence of
Appearance Visual examination :
mechanical damage.
crack. rust and stain
5. | B ZEERF KR 0.1g 1.10g (Zi4D)
Weight Plate balance 0.1g (Approx)
ol ) ] it T br R R 0 3%
>4 Shaft end play | Vernier caliper or Dial indicator (0.05-0.3) mm
Yo ¥[8l 5E 77
5.5 Holding
strength M 371 /Pulling force testing machine 50N (5.6kgf) Min
Of eccentric
weight
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A P R TS No: 5/13
ERR it
METER (JIS-A)
Mk E
test block
Wb e 7 W7 4 - %’345% Eiaﬁgiﬁl < 50dB(A)
5-6 Mechanical %ﬁﬁg EEr: Hﬂ%ﬁlﬁ'ﬁ %%”ﬁifﬁngzo
Noise dB(A), AL E A H (Rl 7K 1)
e A v A w6 FLPTRT, #HES 10 em
Test site: Class of semi-free field
At rated voltage and free load, Back ground
noise: 20 dB(A) Max, Fix the motor in a test
jig (Shaft Horizontal). Microphone is faced
to the flat of motor and recedes by 10cm
6. HSMEHEE Electrical characteristics
J7 JiH R 4 it
NO. Item Environmental condition Specification
P e 325 AT Py \ 4\\ a = N
o | BRI [ ERUEHRIEERESAT KT T 5B | 100 vax
Rated current | 540,
i B Read the data at rated voltage and rated
6-2 ) load(eccentric  weight)after 5S. 1000042500 r.p.m
Rated speed
TERUE L AR E S ) (RT) 1, 210
e JE
6-3 ﬁj?fjfrl:mt Read the data at rated voltage and rated 130mA Max
load(eccentric  weight)after 2S.
5L TEMUE E (e 7) N IR E .
6-4 | Starting At rated load (eccentric  weight) any 2.6V DC Max
voltage position of rotor.
g5~ FHAT £ .
: £ 20+2C
6-5 Ter.mlnal At 2042°C 26.0Q+ 15%Q
resistance
Y2 . . NN
oo | BEMAL e sov i E, SAALENR e Min
nsulation At DC 50V between lead wire and case.
resistance
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b PRODUCT SPECIFICATION VZ4FC1B1301781
=S P No: 6/13
7. [EHMEIRL  Reliability Test
A= T H ﬁt%‘%ﬁﬁ Hl E%{ﬁ
NO. ltem Test condition Requirements
Hi JT/Voltage: 3.0VDC
fiifaj/Load: 4%/ eccentric  weight
(R2.25 L=3.4 % 0.50g) 758 B R CE 4h
I B/ Temperature/20+2°C 5, ik N AT 8-1.
HIXIEfE /Relative humidity: 60~70%RH | g-2 [y #isk.,
AT B Dk [ e RS 5 Clig) /Lock the | After 4 hours exposure
7.1 Z3 it . : ; . .
- Life test motor‘ln a test fixture(Shaft hoilzontal) in ordinary temperature
IRIG 77 UTest model:i%E4ia % 42 /1> 10 | and humidity, Motors
/INEF/10hrsnet running time shall be approved as
BRI 751 2/Test mode2: —AN A1, T specified in item 8-1,
0.5 5, % 0.5 Fb; 3k 300000 4~ J& Hi/1cycle, | 8-2-
0.5sec ON, 0.5sec OFF; 300000 cycles
totally
ﬁﬁmﬁ E@&j‘ﬁ?mpeégwre: -40+5°C; LEH LA FISCA 4h
- [ H : M A
" temperature ?E‘Ift?/Hll;nn?idit : ¥/ Ordinary Humidit 5 %ﬁ@{qé‘lﬁ 51
storage e[ y: ik y Y |82 M3k,
Ty JOC . JELFE£ [Temperature: +85+5°C ; After 4 hours exposure
7-3 {'“gh ) i 1]/ Time: 96h in ordinary temperature
eirggsl:?eure Y2 % Humidity: ¥/ Ordinary Humidity | and humidity, Motors
N, I 5% /Temperature: +40+5C shall be approved as
| TR i [/ Time: 96h specified in item 8-1.
T4 | ity test [#]/Time: 96
umidity test 1 s je/Humidity: 90--5%RH 8-2.
4=4E0E /Displacement :1.5mm (p-p)
7 [Frequency:10 to 55Hz AR 58 TR N 75 25 3
JEl #i/Period :20minyt [l 4 8-1. 8-2., 8-3 [ K.
75 | I3 (10~55~10Hz) After the test motors
Vibration /20 Minutes log sweep shall be approved as
(10~55~10Hz) specified in item 8-1.
J7 [}/Direction:x. y. z 8-2. 8-3.
i)/ Time:4F 2h/Each 2 hours

www.vybronics.com
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PRODUCT SPECIFICATION

VZAFC1B1301781

F= g No: 7/13
& Temperature  : -40°C~85°C AR 25 N AT 5 T
A Time: 2h 8-1. 8-2 [Tk,

FEER A% Circle cycle: 20cycles

After the test motors

Test state: The motor is set into a rigid cubic
plastic housing approximately weight 100g
and fall free on the concrete floor

Pt il g _ shall be approved as
7-6 | Thermal Shock | *85=2 specified in item 8-1.
test 8-2
-40+2 e
RETIURTEN
lcvcle
77 In] Direction: X,y,z
#fiEHigh:  1.5m o -
<Hig \ \ WG, AL
BEUCH: AT 2K PP
Times: 2 times each direction %Afte\r havi‘n finished
7.7 | PR BERE: R UHUBAE F2Y 100 SEIRIE | 0 e mgtor
Drop test BAF IR G H BRI RIRREL | ghoyig ’conform to the
Myt requirements of the

items 8-1. 8-2. 8-3.

8. M5 5 E SR Requirement After Reliable Test

Fe'g i H FA%
NO. Item Specification
r‘vﬁ% . . .
g1 | HUEFL YIA{E £30%  Initial data+30%
Rated speed
HIUE HLIR . .
- +350 4350
82 | hoted Current WILHE £35% Initial data+35%
g-3 | EALIE < 26V
Starting voltage
9. fUHER PACKAGE REQUIRE
9-1 &/MiEE Small Packing
=
ip]
31,50" p=12+0,1 ~
} T T }
S o e
o]
ol |\ if i i
i Ir‘ {“ — i“ - {“ — {H ok s}
o N Ll | L] Ll LIl [ip) -
> D il il il | V9o
| | | | ~
| | | |
oo ot g oto o ol
2-R0,75°8" 4x01 5
A Jeil
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PRODUCT SPECIFICATION VZ4FC1B1301781

YT 7= S A T No: 8/13

9-2 H#L % Reel Packing

AR E 5/

Pull Direction

boonooopesBpEE@EEEN
|

A JR /A Department

160mmMin

Fe A 1A~/ 3k /motor 1000 H
14 pockets Min

)
OO0 0O0T O o W oW o oW o

VARV,
G B/
End part

aaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaa

MEMMMHMEHEEMHMMQMMEHEMMHEMMMHBHHBHHBHBBH M

(508)
408mmMin (100)

///////////// PR 5 0344/
34 %ockets Min )

>
NV SR
Leader part

(70)

I

12
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PRODUCT SPECIFICATION VZ4FC1B1301781

9-3 BB

W3k L #%B/Foam cover

7

1000 K /#:x54=5000 2
1000pcs/rellxbrel1=5000pcs

\\\%ﬁﬁkﬁiﬁiA/Foam Chassis A

WK k4 /Foam pad*4
WK JE A A%1 /Foam Chassis Ax1

K\X\ W13k b #5B*1/Foam cover Bl

X Z P L4 /Double-1ayer
corrugated paper
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PRODUCT SPECIFICATION VZ4FC1B1301781

ST T 7= R No: 10/13

10. EFEIM CAUTIONS

1) f#H%% ALLOWABLE RANGE FOR USE
R S A I VE ], IF HAEAAR R E 5 00 A8 Rl 15 DR AH I PR B L A 4t
F i A BE o
Pay attention to voltage and current ranges for use ,and use the vibration motor in the condition
accordance with this specifications ,or the life and performance should be considerably reduced.

2) %38l MOVE YOUR MOTOR
SN, NEERN, NISAREA A SE o)
TR SR BN LI 5 AT . A5 2551k FUL IR A0S T A R0 HURe PE R 252
Please deal with the motors gently, you should make use of the outer case as possible as you can.
Do not press the product with more than 0.5 kgf or drop it. It can cause the transformation of
performance or external appearance.
R Az e A /N ORI, 3 B ™ TRl R 5 [ P H AT LT 5 AP e S 40
Please lay the motors carefully in transportation to avoid any serious damage to the motor body or its
electric function because of collision.

3) ffF STORAGE
ik {7l : -40°C~85C
ik AFIRIE: 0%RH~95%RH
WEGUBCE AR SRl IR R B
Storage temperature: -40°C~85C
Storage relative humidity: 0%RH~95%RH
Avoids storing in high temperature. high humidity
AN IE M HRAE . AEAE A A T AN AEAE T P Bl H2S. SO2. NO2. CL2
o TIIMAEHES AN WL S KRN R A5 BRSO H R e AR B B, A L
PO G ke B rp, A R AE TR B e U, IR A X 5 R Bk ANis ke .
For proper operation. storage and operating environment must not contain corrosive gases. For
example H2S. SO2. NO2. CL2. etc. In addition storage environment must not have materials that emit
corrosive gases especially from silicon. cyanic. formalin and phenol group. In the mechanism or the
set. existence of corrosive gases may cause no rotation in motor.

4) 1§ ¥l HANDLING OF MOTOR
ANOERL AET.
Tt G BB AR AP T s A PR, IR 52 LK
TR, JEH R A Yok B BRI BT, Kt I () R, PRAIRAst ] A e
-to handle and hold the vibration motor case softly.
-do not bring magnetized object near or contact with the surface of motor to avoid of performance
being deteriorated.
-pay attention to the handling and working environments of motor, because such objects as iron
powder if attracted by motor magnet, will cause noise characteristic deterioration, thus reducing the
reliability.
T 27 AE TG AAR B T 37 ()28 B A7 TR s AT AL

www.vybronics.com
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DA (IS | ]| -

Please do not operate or store the motor near magnet or magnetic devices.

THAE 6 N H WA, WAL R SRS AR . AR FRIT T Sk A e I 1
KBS -

Make arrangement to limit the storage period to 6 months or less. Please do not store motor in high
temperature. Low temperature. high humidity environment. Condensation of atmosphere must be
avoided in motor usage or opening the packaging of the motor.

5) HHlIEEZE CONNECTION YOUR MOTOR:
ANV AT AR AR 7 2R S8 i A e e B S R AL, T AN e FH O ORIy st v R R, A 2
it R LA R A AR TE
Whatever means you are to use to connect your supply to your motor please take care not to use so
much force or heat that you cause distortion to components inside the motor.

(DML FHLk:  SEE: 350C  IREIN: 18
Motor terminal: ~ Soldering temperature: 350°C, Soldering time: 1sec.
(2)SMT L B ] 7~ 2% J&l/Reflow temperature-time diagram

?E'E/TempA

GO

VB E /Peak temp:250+10°C,
<Bsec (1)+(2)<100S

250° C

220° C

165° C

160° C
Z=¥i/Room

Temperature

<2° (/S (1) 30~90S ) <2° (/S IR/ Time (S)

—

Y

[ #7325k [Technical requirements for reflow

i 55 H5 e WA ¥ /S ol der joint peak value of temperature: 260°C

WAL (220°C) LA_LEFA]/AL the time of liquefaction temperature of more than: 30~90 f»
Y IX sk IAverage temperature zone requirements: 165°C ~217°C <100 #
TG X 23K /Preheat temperature zone requirements ( <160°C): <2°C/#b

W& AR T %2 3k /Peak temperature rise required: 1°C~3°C/f»

6) & 4fF OVERLOADS:
I S AN BRI I AU, IF HL Sk 3 ) ANl 1
Please don't stall the shaft for a long time after powering, and not to touch the weight when motor is
rotating.

www.vybronics.com
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7)

8)

9)

fEM IR E HAZARDOUS ENVIRONMENTS:

F& A HATLAE 1 A5 T P e ) S A& BRI, ABALTE A D VR IX A R i < e 5o g
Tl HERCRBUR, DRI R 48 W TR AN A A5 v A A A ] AL

The degree of protection against corrosion on Vybronics motors is satisfactory only for normal
environments. There are small sections of the housing in which some bare metal is exposed and is
susceptible to corrosion. It is advisable not to store or use motors in corrosive environment without
consultation with Vybronics.

HEJ#H OTHER
ki) [A] B AL AN N AT 22 Caniiks . 2T 4. Skk. A RKE)

There should be no sundries (such as grain, fibre, hair, small tape, glue etc.) in the shaft end play.

HEIL ALWAYS REMEMBER

Vybronicstil 5 — SN IR SR IR, BT R FRATT A AL BT A 7 ol BRI A 2 A H
DRI R, FAVR B 5@ RIFRIETER R, A TR B T i R A FH A2 1 1 5 A 7] L
that Vybronics has a professional technical support team for the solution of problems on our motors
that used in new products or new applications. We are proud of our good working relationship with
our customers and we will be most pleased if we can assist you to find a solution to any problem that
you may encounter.

11. K ATTACHMENT

1) HHLAMNEE Motor Outline Drawing

END
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10.940.3
3.440.1 7.240.2
_u 1. RATED VOLTAGE: 3V
=||| 2. STALL CURRENT: 130mA (max)
I __l J" ,u N VL 3. x.,,ﬁm_u, me‘mfun :c_é (max)
g 4. STARTING VOLTAGE: 2.6V
_U 5. RATED SPEED: 10000 £ 2500RPM
1.540.1
1.2 i Shaft play0. 3MAX 3.74+0.2 6.3 ﬁ:. 9
| —
R2. 25-0.1( _‘\ / \O WM Q/
R2. 25-0. 1Counter weight
\ &
I O oJ|=
. - v L \ /r
(0. SUIN) #.nx 1.2 L.3 Soldering points t
1.5 ] 0.9 1.6 i
| =
I _r_l
2.15
i & PCB Layout (Reference)
JEE A S Vybronics
T R s AL S
Wit PrvHEAL KIRERRIL
i Eet] e @ —]
- Hi % - VZAFC1B1301781
L2 EE A i i






